
Release Release Point 2010 2011 2012 2013 2014

Direct Releases
Area Reactors

100-P
PAR Pond overflow to Lower 
Three Runs Creek (L3R-1A)

95 59.7 47.8 81.3 0.83

100-L
L-Lake overflow to Steel Creek 
(SC-4) 48 31.5 23.0 35.1 a

100-L
Process sewer & reactor heat
exchanger cooling water to L-Lake 

(1)a (1)a (3.4)a (4.1)a 1.7

100-K K-Canal 1 0.32 0.83 0.38 0.114
Subtotal 144 91.5 71.6 116.8 2.6

Separations
General Separations Effluent to Fourmile Branch 9 4.5 2.5 10.2 2.71
General Separations Effluent to Upper Three Runs 74 42 21.6 42.8 13.5

Subtotal 83 46.5 24.1 53 16.21

A-Area
700-A Effluent to Tims Branch (TB-2) 0 0.28 0.21 0.12 0

Subtotal 0 0.28 0.21 0.12 0

Total Direct Releasesb 227 138 96 170 17

Stream Migration
Area

200-F&H
Solid Waste Disposal Facility and 
general Separations Area to 
Upper Three Runs

69 68.3 69.9 158 47.6

200-F&H
200-F seepage basin to Fourmile 
Branch

34 13.0 32.6 49.1 118

200-F&H
200-H seepage basin to Fourmile 
Branch

85 68.0 63.8 111 77

200-F&H
Solid Waste Disposal Facility 
(FM3A-FM3) and H-Area seepage
basin #4  to FMB

381 457 272 392 228

100-L and P
L and P migration to L-Lake and 
into Steel Creek

N/A N/A N/A N/A 23.5

100-K
904-88G to Indian Grave Branch 
and Pen Branch

489 197 212 202 186

Offsite 
Migration into Lower Three Runs 
from offsite (not included in totals)

N/A N/A N/A N/A 90.2

Total Migration 1,058 803 650 912 680

Total Direct Releasesb and Migration 1,197 850 746 1,082 701

a   Not used in totals because the release was counted elsewhere

c  Includes 2,454 curies released from Plant Vogtle (release figure provided by Southern Nuclear/Georgia Power)
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b   Because of rounding, sums of individual columns might not equal totals
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Stream Transport
Area

F & H
Upper Three Runs @ Road A 
(U3R-4)

144 111 91.7 201 61.0

F & H
Fourmile Branch @ Road A-13 
(FM-6)

429 377 314 537 403

100-K Pen Branch @ Road A (PB-3) 489 197 213 202 186
100-L Steel Creek @ Road A (SC-4) 48 31.5 23 35.1 25.2

100-P
Lower Three Runs @ Road B 
(L3R-2) (90 Ci from BLLDF is not 
included in the total)

95 59.7 47.8 81.3 91

Total Transportb 1,205 776 690 1,057 677

River Transport
River Sample Point
Tritium measured in the Savannah River 2,790 2,940 2,496 3,505 2,980

below SRS (RM 118.8)c

Tritium measured in the Savannah River 732 851 622 1,023 467
above SRS (RM 160)

Tritium measured in the Savannah River

below SRS (RM 118.8)-(RM 160)c
2,058 2,090 1,874 2,482 2,513
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